raclctech IP Series

DATA SHEET

IPF7618 | 18RU 700w x 600d Field Cabinet

The Racktech IP Series cabinets are IP66 rated and designed
to protect sensitive data network equipment. The cabinets are
precision built to ensure a consistent high quality.

The strong powder coated galvanised steel cabinets are suitable
for internal environments and heavy-duty outdoor applications.

Customised cabinets 27RU to 45RU are available upon request
with minimum order quantities.
Features

> IP66-rated enclosures are suitable for various environments

> Body, door, mounting plate and rail are constructed from
1.5mm galvanised steel

> Door opens to 110°

> High quality polyurethane foam seal is machine applied
to the door perimeter to ensure excellent protection

> Earthing system on frame and door

> Gland plates are incorporated into the bottom face
of the enclosure for cable management with gaskets
and fasteners provided

> Cabinets can be fitted with optional fan and filter kits
upon request

Standard Inclusions Optional Fan and Filter Kits with Hood
> Front and rear mounting rails with RU markings

> Front and rear lockable steel door with three-point P | =]
locking system D ——
> Gland plate at bottom —
> Plinth included (100mm high) —
> 2 x Lifting Eyebolts (removable) ﬁ
> Door Stay on front and rear doors IP54 Fan — front view IP54 Fan - rear view

> Document Holder on front door
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Technical Specifications ! e

Description: IP66 Field Cabinet 18RU 700W x 600D | .;__..-_:

Cabinet Dimension: 1050h x 700w x 600d (Canopy: 750w x 650d) A ——

Colour: Grey (RAL7035) P — .
Shipping Dimension: ~ 1080h x 760w x 660d | — o
Shipping Weight: 102.5kg (Weight of cabinet will vary IP54 Filter Vent Hood

according to selected accessories)

Note: Rating reduces to IP54 when vent hood, filter
and fan kit are fitted to cabinet.

Warranty voided once modifications are made
without Racktech consent.

Information contained in this document is accurate at the time of preparation and is provided in good faith for general guidance. The
information should not be used for detailed design or final specification as it is subject to change without notice. Please contact your local
Racktech sales representative or the Racktech customer support team to obtain a copy of the current technical specifications. Images are
for illustration purposes only.
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